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LED Thermal Management

Advanced silicone technology for LED applications

Dow Corning is a global technology innovator for the
LED marketplace, delivering high-performance solutions
developed to meet the unique demands of LED assembly,
from general illumination to specific automotive
applications.

We deliver a comprehensive line of wet dispensed and
fabricated thermal management material.

Thermal Interface Materials — Wet Dispensed:

Product

Family

Material

Dow Corning * SE 4486 CV

Description/Color

Flowable; one-part

Room Temperature
Cure, Time Time

Features

« Excellent thermal transfer

» Good thermal and aging
stability

 Flexible, stress relieving
» Outstanding gap fill

Cure Conditions

Heat Cure,

Benefits

screen printing)

» Pre-cured materials can be cold

applied

« Easy application (heat cured or

» Good dielectric properties

 Available in various forms:
adhesive, gels, grease,

thermal pad

Thermal
Conductivity at
25°C (77°F),
Watt/meter-K

Dispensable, printable and curable materials effective as heat transfer media.

Viscosity
(cP)

Thermally Conductive . o 120 hr — 1.53 19,000
Adhesive moisture cure; white
= Dow Corning * SE 9184 CV One-part: non-flow:
< Thermally Conductive ‘e-part, . 48 hr — 0.84 non-flowing
< T moisture cure; white
@ esive
< Dow Corning ° 1-4173 One-part: low-flow: 90 min@100°C
E Thermally Conductive ra id-r?eat‘ cure: re’ — 30 min@125°C 1.9 58,000
S Adnesive P L orey 20 min@150°C
Dow Corning * Q1-9226 X - . . o
Thermally Conductive Two-part; 'se'ml .flowable, — 60 m!n@loooc 0.74 50,000
AR self-priming; grey 30 min@150°C
Dow CorningiSEEEts One-part; gap fill material;
- Thermally Conductive part, gvh?te ' — — 0.8 non-flowing
S Compound
]
g_ Dow CorningiiEeEy One-part; silicone paste;
8 Thermally Conductive part; re P ! — — 25 127,725
Compound grey
- Dow Corning © SE 4445 CV Two-part; UL 94 V-0 . o
3 Thermally Conductive Gel rating; grey - 45 min@125°C 1.26 14,000
IS
3 Sylgard © Q3-3600 A&B ] . .
2 Thermally Conductive encaTVgglgr?tr't re — 28 m:zgiggog 0.77 4,700
§ Encapsulant p - grey
c
w

NOTE: Please check with your local Dow Corning o

ce for a full product range and availability in your area.
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